Application Inquiry for Viscoscope – Viscosity Measurement.

Customer Address
	Company
	

	Customer
	

	Department
	

	Address
	

	Tel., Fax
	

	E-mail
	


Sensor Requirements

	Product to be measured
	

	Composition of Product
	

	Short Description of Process
	

	Viscosity Range
	Min:
	Max:
	Operating:

	    -at Process Temperature
	Min:
	Max:
	Operating:

	    -at Process Pressure range
	Min:
	Max:
	Operating:

	Solids (%)
	Min:
	Max:
	Operating:

	Hazardous Classification
	

	Installation type & Flange size
	

	If Reactor
	

	   -Agitator Speed
	Min:
	Max:
	Operating:

	   -Capacity of reactor
	Min:
	Max:
	Operating:

	If Pipe Installation: Pipe Installation
	

	   -Flow rate: (meters or feet/sec)
	

	   -Pipe I.D (mm or inch)
	


Transmitter Requirements (tick or * whichever applicable )

	Power supply:
	95 to 260 VAC
	24VDC/VAC

	Analog outputs:
	1 only
	2 only

	3 only

	Serial output MODBUS protocol
	RS 232
	RS485

	Alarm Relays:
	2 relays with SPDT Contacts for alarm or time proportional control

	Environmental Conditions:
	Temperature
	Relative Humidity

	Enclosure:
	Wall Mount
	Rack Mount
	Panel Mount

	Cable length
	Sensor-Transmitter
	Sensor-Barriers     
	Barriers-Transmitter


If available, please provide a flow curve (shear stress/shear rate or viscosity/shear rate correlation) for the Product to be measured. 

Please sketch the installation point and location for sensor installation in an additional sheet.  

Customer signature: 

Function/Position:

        Date: 


 

